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 Preliminary Data Sheet
 

Over the last decade, the 

audio industry has seen an in 

popularity of low power 

amplifiers. We are now very 

happy to announce the 

introduction of a new product 

designed specifically with low 

power amplifiers in mind.  

This new high-quality 

loudspeaker - The Leonore sets 

new standards for high 

sensitivity loudspeakers in 

offering a wide bandwidth and 

a smooth frequency response 

along, with whopping 

sensitivity of 93 dB 1w/1m. Its 

nominal 8 ohms impedance of 

along with a minimum of 6 

ohms makes it even easier to 

dive for tube amplifiers.  The 

Leonore is a unique 

floor-standing loudspeaker that 

incorporates the same 

attention to detail, exquisite 

lacquer and level of execution, 

which granted the Verity 

Audio loudspeakers an 

enviable notoriety.  

 

The structure of the cabinet construction is identical to our top 

of the line products.  Each component is carefully selected to 

harmoniously blend in a fine floor-standing loudspeaker.  It is 

uniformly all side lacquered as a single-piece cabinet. There 

are no visible joints and it is finished with no less than the most 

exquisite Italian black piano lacquer. 

  

The new Leonore brings a new level of scale, dynamic and 

lifelike reproduction to the musical experience. It is truly music 

lover’s dream come true while still being a luxury piece of 

furniture. 

 

The Leonore is a 3-way 42-inch tall loudspeaker.  It houses a 1 

inch soft-dome tweeter, proprietary 5 inches midrange and two 

proprietary 6 inches woofer in a bass reflex configuration 

including rear firing woofers and port. Just like all Verity Audio 

loudspeakers, it is specially designed and adjusted to utilize the 

room reinforcement characteristics to produce a solid bass 

performance.  

 

The midrange and woofer are optimized for maximum cone 

rigidity without breakup resonance. The midrange driver uses 

the same mineral filled cone used in our Lohengrin II flagship 

loudspeakers. The woofers drivers on their sides are using a 

special “edge coated reed-paper pulp cones”. These unique 

drivers have been specially designed for low distortion, 

extended dynamics, and high power.  

 

Leonore=s dividing network is constituted of first-order and 

third filters. All crossover points have been carefully selected 

for a maximum coherence and homogeneity.  

 

The new Leonore is truly a high performance piece of 

equipment that offers a unique blend of high sensitivity and 

smooth response in an attractive design that you will enjoy for 

life.  
 

Specifications   
Bandwidth: 

 
40 Hz to 25 kHz " 3.0 dB

 
Woofer: 

 

 
2 x 6inch 

Edge coated Reed paper-pulp cone
 
Midrange: 

 

 
5 inch doped polypropylene cone

 2-inch SD voice coil
 
Tweeter: 

 
1-inch neo-ring dome

 
Power handling: 

 
100 watts music power

 
Sensitivity: 

 
93 dB @ 1w @ 1 m

 
Nominal impedance: 

 
8 ohms

 
Minimum impedance: 

 
6 ohms

 
Break in time: 

 
75 hours (63%), 400 hours (99%)

 

 

Dimensions & Weights   
Height: 

 
 42 in. (106.52 cm)

 
Width: 

 
 9.74 in. (24.73 cm)

 
Depth: 

 
17.4 in. (44.3 cm)

 
Weight: 

 
150 lbs (75 kg) / pair

 
Gross weight: 

 
190 lbs (86 kg) / pair

 

Features   
Connectors:  

 
Custom $ gold-plated $ removable posts

 
Isolation cone: 

 
Custom $ solid brass with s.s. Lockable spikes

 

 

Available finishes   
Standard 

 
High-gloss black piano

 
Special Order 

 
High wood finishes

 

 

 


